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at the 3-mile limit, all between lines
joining the following points:

§166.500

(2) Unimak Pass Safety Fairway. (i)
East/West Safety Fairway. The area en-
closed by rhumb lines joining points at:

Latitude Longitude
34°06'30” N 119°15°00” W
34°07’37” N 119°1425” W
34°0849” N 119°1321” W

thence generally along the 30-foot-depth
curve to the seaward end of the west en-
trance jetty; seaward end of the east en-
trance jetty, thence generally along the 30-
foot-depth curve to:

Latitude Longitude
34°0821” N 119°12'15” W
34°0710” N 119°13'20” W
34°05'48” N 119°1323” W

Latitude Longitude
54°25'58” N 165°42'24” W
54°22'50” N 165°06'54” W
54°22'10” N 164°59'29” W
54°07'58” N 162°19'25” W
54°04'02” N 162°20'35” W
54°22'02” N 165°43'36” W

(ii) North/South
area enclosed by

Safety Fairway. The
rhumb lines joining

(2) [Reserved]
[CGD 82-101, 48 FR 49019, Oct. 24, 1983]

§166.400 Areas along the coast of Alas-
ka.

(a) Purpose. Fairways, as described in
this section, are established to control
the erection of structures therein to
provide safe vessel routes along the
coast of Alaska.

(b) Designated Areas—(1) Prince Wil-
liam Sound Safety Fairway. (i)
Hinchinbrook Entrance Safety Fairway.
The area enclosed by rhumb lines join-
ing points at:

points at:
Latitude Longitude
54°42'28” N 165°16'19” W
54°43'32” N 165°09'41” W
54°22'50” N 165°06'54” W
54°22'10” N 164°59'29” W

[CGD 81-103, 51 FR 43349, Dec. 2, 1986]

§166.500 Areas
Coast.

along the Atlantic

(a) Purpose. Fairways, as described in
this section are established to control
the erection of structures therein to
provide safe vessel routes along the At-
lantic Coast.

(b) Designated Areas—(1) Off New York
Shipping Safety Fairway. (i) Ambrose to
Nantucket Safety Fairway. The area
enclosed by rhumb lines, [North Amer-
ican Datum of 1927 (NAD-27)] joining

Latitude Longitude
59°59'00” N 145°27'24” W
60°13'18” N 146°38'06” W
60°1124” N 146°47°00” W
59°55'00” N 145°42'00” W

(ii) Gulf to Hinchinbrook Safety Fair-
way (recommended for inbound vessel
traffic). The area enclosed by rhumb
lines joining points at:

points at:

Latitude Longitude
59°15’42” N 144°02'07” W
59°59'00” N 145°27'24” W
59°5800” N 145°32'12” W
59°14'18” N 144°04'53” W

Latitude Longitude
40°32'20” N 73°04'57” W
40°30'58” N 72°58'25” W
40°34'07” N 70°1923” W
40°35'37” N 70°14'09” W
40°30°37” N 70°14°00” W
40°32'07” N 70°1919” W
40°28'58” N 72°58'25” W
40°27'20” N 73°04'57” W

(i1) Nantucket to Ambrose Safety Fair-
way. The area enclosed by rhumb lines,
NAD-27, joining point at:

(iii) Hinchinbrook to Gulf Safety Fair-
way (recommended for outbound vessel
traffic). The area enclosed by rhumb
lines joining points at:

Latitude Longitude
59°1541” N 144°23'35” W
59°56'00” N 145°37'39” W
59°5500” N 145°42'00” W
59°14'19” N 144°26'25” W

Latitude Longitude
28°54'33” N 89°26'07” W
40°24'20” N 73°04'58” W
40°22'58” N 72°58'26” W
40°26'07” N 70°19'09” W
40°27'37” N 70°13'46” W
40°22'37” N 70°13'36” W
40°24’07” N 70°19'05” W
40°20'58” N 72°58'26” W
40°19'20” N 73°04'58” W
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[CGD 84-004, 52 FR 33589, Sept. 4, 1987; 52 FR
36248, Sept. 28, 1987]

PART 167—OFFSHORE TRAFFIC
SEPARATION SCHEMES

Subpart A—General

Sec.

167.1 Purpose.

167.3 Geographic coordinates.
167.5 Definitions.

167.10 Operating rules.

167.15 Modification of schemes.

Subpart B—Description of Traffic Separa-
tion Schemes and Precautionary Areas

ATLANTIC EAST COAST

167.1560 Off New York Traffic Separation
Scheme: General.

167.1561 Off New York: Precautionary areas.

167.152 Off New York: Eastern approach, off
Nantucket.

167.1563 Off New York: Eastern approach.

167.1564 Off New York: South-eastern ap-
proach.

167.155 Off New York: Southern approach.

167.170 Off Delaware Bay Approach Traffic
Separation Scheme: General.

167.171 Off Delaware Bay: Eastern approach.

167.172 Off Delaware Bay: Southeastern ap-
proach.

167.173 Off Delaware Bay: Two-Way Traffic
Route.

167.174 Off Delaware Bay: Precautionary
area.

167.200 In the approaches to Chesapeake
Bay Traffic Separation Scheme: General.

167.201 In the approaches to Chesapeake
Bay: Precautionary area.

167.202 In the approaches
Bay: Eastern approach.

167.203 In the approaches
Bay: Southern approach.

to Chesapeake

to Chesapeake

ATLANTIC GULF COAST

167.350 In the approaches to Galveston Bay
Traffic Separation Scheme and pre-
cautionary areas.

PACIFIC WEST COAST

167.400 Off San Francisco Traffic Separation
Scheme: General.

167.401 Off San Francisco: Precautionary
area.

167.402 Off San Francisco: Northern ap-
proach.

167.403 Off San Francisco: Southern ap-
proach.

167.404 Off San Francisco: Western ap-
proach.

167.405 Off San Francisco: Main ship chan-
nel.

33 CFR Ch. I (7-1-10 Edition)

167.406 Off San Francisco: Area to be avoid-
ed.

167.450 In the Santa Barbara Channel Traf-
fic Separation Scheme: General.

167.451 In the Santa Barbara Channel: Be-
tween Point Vicente and Point Concep-
tion.

167.452 In the Santa Barbara Channel: Be-
tween Point Conception and Point
Arguello.

167.500 In the approaches to Los Angeles-
Long Beach Traffic Separation Scheme:
General.

167.501 In the approaches to Los Angeles/
Long Beach: Precautionary area.

167.502 In the approaches to Los Angeles-
Long Beach: Western approach.

167.503 In the approaches to Los Angeles-
Long Beach TSS: Southern approach.

167.1700 In Prince William Sound: General.

167.1701 In Prince William Sound: Pre-
cautionary areas.

167.1702 In Prince William Sound: Prince
William Sound Traffic

167.1703 In Prince William Sound: Valdez
Arm Traffic Separation Scheme.

AUTHORITY: 33 U.S.C. 1223; 49 CFR 1.46.

SOURCE: CGD 81-080, 48 FR 36456, Aug. 11,
1983, unless otherwise noted.

Subpart A—General

§167.1 Purpose.

The purpose of the regulations in this
part is to establish and designate traf-
fic separation schemes and pre-
cautionary areas to provide access
routes for vessels proceeding to and
from U.S. ports.

§167.3 Geographic coordinates.

Geographic coordinates are defined
using North American 1927 Datum
(NAD 27) unless indicated otherwise.

[CGD 90-039, 59 FR 21937, Apr. 28, 1994]

§167.5 Definitions.

(a) Area to be avoided means a routing
measure comprising an area within de-
fined limits in which either navigation
is particularly hazardous or it is excep-
tionally important to avoid casualties
and which should be avoided by all
ships or certain classes of ships.

(b) Traffic separation scheme (TSS)
means a designated routing measure
which is aimed at the separation of op-
posing streams of traffic by appro-
priate means and by the establishment
of traffic lanes.
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